EMULSIFIED ASPHALT TACK
SHALL BE APPLIED TO EDGES
OF EXISTING PAVEMENT. ALL
JOINTS SHALL BE SEALED

Y Y EXISTING A.C.
- PAVEMENT
SAW CUT SHALL BE A
VERTICAL STRAIGHT LINE
AS DIRECTED
& SHALL BE PERPENDICULAR
AND/OR PARALLEL TO TRAVEL.
—{ 1"MIN, |~ MINIMUM 3" H.M.A.
(COMPACTED DEPTH) OR EXISTING + 2",
FROM DISTURBED o WHICHEVER IS GREATER
TRENCH WALL o APPLIED IN MAX. 3" LIFTS
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[T———TRENCH BACKFILL SHALL MEET
THE STANDARD SPECIFICATION
FOR CRUSHED SURFACING TOP
COURSE
_—
FOR PIPE ZONE
SEE SS-240.
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NOTES:
1.

DENSITY AS DETERMINED BY ASTM D1557.

TRENCH SHALL BE PLATED UNTIL PAVED.
PLATE TO BE SECURED BY METHOD APPROVED BY ENGINEER.

ALL MATERIALS EXCEPT A.C.P. AND BEDDING MATERIAL SHALL BE COMPACTED IN 6-INCH MAXIMUM LIFTS TO 95%

RESIDENTIAL TRENCH RESTORATION
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